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DESIGNER NOTES:

DETAILS AND SECTIONS IN THESE "AB"
SERIES BD'S ARE REQUIRED TO BE SHOWN
IN THE CONTRACT PLANS FOR THE
CONSTRUCTION OF TYPICAL ABUTMENTS.
ADDITIONAL DETAILS AND SECTIONS MAY
BE REQUIRED TO SHOW SPECIAL OR
UNUSUAL DETAILS.

HEADER POUR FOR ARMORLESS JOINT
SYSTEM SHOWN.

VERTICAL CONSTRUCTION JOINT BETWEEN
ABUTMENT AND U-WINGWALL NOT REQUIRED
WHEN U-WINGWALL IS LESS THAN 10"-0"
LONG AS MEASURED FROM THE REAR OF
THE ABUTMENT STEM. WHEN A VERTICAL
CONSTRUCTION JOINT IS REQUIRED THE
HORIZONTAL JOINT IN THE U-WINGWALL
MAY BE OMITTED IF THERE'S NO CHANGE
IN SECTION OF THE WALL THICKNESS.

POUR NUMBERS SHOWN FOR U-WINGWALLS
LESS THAN 10"-0".

% %IF M.R. BEARINGS ARE_USED, ADD
THE FOLLOWING NOTE TO THE PLANS:
THESE ELEVATIONS MAY HAVE TO BE
ADJUSTED TO ACCOMMODATE THE
ACTUAL BEARINGS FURNISHED. IT IS THE
RESPONSIBILITY OF THE CONTRACTOR
TO COORDINATE ANY CHANGES IN THE
BEARINGS WHICH MAY AFFECT THE
PEDESTAL ELEVATIONS OR DIMENSIONS.

% % % WINGWALLS ARE DESIGNATED AS
"BAL", "BAR", "EAL" OR "EAR". THE BA
OR EA DESIGNATES BEGINNING OR ENDING
ABUTMENT, THE L OR R DESIGNATES
LEFT OR RIGHT WINGWALL LOOKING

UP STATION.

MAXIMUM WEEPHOLE SPACING IS 25'-0".

SEE THE FOUNDATION DESIGN REPORT (FDR)
FOR THE APPROPRIATE FOUNDATION NOTES.
IF ABUTMENT IS ON ROCK SHOW ONLY TOP
OF FOOTING ELEVATION AND MINIMUM
FOOTING THICKNESS.

NOTES ABOVE TITLE BLOCK SHALL INDICATE
REFERENCE DETAILS WITH THEIR DRAWING
NO. LOCATION THAT AREN'T SHOWN WITHIN
THE ABUTMENT DRAWING SERIES THAT ARE
NECESSARY TO CONSTRUCT THE ABUTMENT.
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